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LEDlight Chain
High Performance

• suitable for letter illumination and asymmetric contours (corona-
effect)

• 50 single light modules, each with 3 LEDs, joined together with 12 cm
flexible cables, individually separable

• protected against condensation with protective coating; suitable
housing must be used

• enhanced voltage range due to constant current regulator up to 15 V
DC

• mounting hole 4 mm
• binning in 3 step MacAdam per reel
• estimated lifetime L70 at Tc < 80 °C: > 66,000 h

Please observe the installation and safety instructions at https://www.barthelme.de/content/en/manuals.aspx !

LEDlight Chain weiß

LIGHT DATA

50650328 50650333 50650334

Variety Montagebohrungen Ø 4mm

Typ. color temperature 2700 K 3000 K 4000 K

Light color warm white white cold white

Efficiency 101 lm/W

Energy efficiency class A+

Typ. color rendering index 85

LED beam angle 120 °

Lifetime L70 >66.000 h

POWER DATA

50650328 50650333 50650334

Operating voltage 12 V DC

Typ. operating current 3,3 A

Typ. power 40 W

Power per meter 5,5 W/m

Lifetime L70 >66.000 h

FURTHER DATA

50650328 50650333 50650334

Number of cuts 50

Length smallest unit/cut 150 mm

Number of LEDs per unit/cut 3

Max. temperature Tc 80 ° C

Length stripe 7500 mm

Width stripe 30 mm

Height stripe 4 mm

Remarks Montagebohrungen Ø 4mm

Maximum values at Ta=25°C
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