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CETO Downlight - 13 W - white - 78 mm
• elegant downlight for recessed mounting with 68 mm ceiling opening as a replacement for conventional halogen

downlights for various applications
• two power levels offer flexibility in the choice of luminous flux
• matt textured, powder coated surfaces
• downlight can be swivelled through 30°
• also 3000 K available
• beam angle: narrow or wide beam
• estimated lifetime L80 at Ta < 25 °C: > 30,000 h
• available without driver or with 3 different driver variants

LIGHT DATA

624521271 624521401 624533271 624533401 624548271 624548401

Version without driver

624521272 624521402 624533272 624533402 624548272 624548402

Version with driver PHILIPS CertaDrive (not dimmable)

624521273 624521403 624533273 624533403 624548273 624548403

Version with driver HEP, dimmable via phase on or phase off

624521275 624521405 624533275 624533405 624548275 624548405

Version with driver TRIDONIC, DALI dimmable

Color of body white

Typ. color temperature 2700 K 4000 K 2700 K 4000 K 2700 K 4000 K

Light color warm white cold white warm white cold white warm white cold white

Typ. luminous flux 1345 lm 1531 lm 1321 lm 1504 lm 1265 lm 1440 lm

Efficiency 103 lm/W 118 lm/W 102 lm/W 116 lm/W 97 lm/W 111 lm/W

Typ. color rendering index >80

SDCM MacAdam 3

Beam angle 21 ° 33 ° 48 °

POWER DATA

624521271

Operating current 350 mA

Typ. power 13 W

624521272 624521273 624521275

Operating voltage AC 220 V AC~240 V AC

Typ. power 13 W

Note: These specifications apply to all variants.



Date: 09.2021, Revision: 1.3
Subject to technical changes and errors.

JOSEF BARTHELME GMBH & CO. KG Oedenberger Straße 149 | 90491 Nürnberg | Germany T +49 911 42476 0 F +49 911 42476 66 E info@barthelme.de WWW.BARTHELME.DE

2 / 3

FURTHER DATA

624521271

Height 89 mm

Diameter 78 mm

Mounting diameter 68 mm

Type of protection IP 20

Indoor/Outdoor Indoor

Max. temperature Tc 85 ° C

Max. ambient temperature Ta 25 ° C

Lifetime L80 >30.000 h

Note: These specifications apply to all variants.

DIMENSIONED DRAWING

BEAM ANGLE
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ACCESSORIES

62440001 62440002 62440003 62440004

Description Honeycomb Mesh line diffusor diamond diffusor opal cover

Material Aluminium Plastics

Colour black transparent

Height 2 mm

Diameter 47 mm

Remarks for lateral glare reduction for glare reduction

The guarantee period for the product is 3 years and begins on the day of shipment. Reference is the date of the delivery bill. The guarantee period may
differ for accessories.
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