
	» elegantes Downlight für den Einbau mit Deckenöffnung  
68 mm als Ersatz für konventionelle Halogen-Downlights  
für diverse Anwendungsgebiete

	» zwei Leistungsstufen bieten Flexibilität bei der Wahl des 
Lichtstromes

	» matt-strukturierte, pulverbeschichtete Oberflächen

	» Downlight ist 30° schwenkbar 

	» einfache Installation und schneller Anschluss an das 
inkludierte Netzteil (dimmbar über Phasenan- bzw. Phasen-
abschnitt)

	» Farbtemperaturen: 2700 K und 4000 K;  
andere Lichtfarben auf Anfrage

	» Abstrahlwinkel: eng- oder breitstrahlend

	» Lebensdauerabschätzung L80 bei Ta < 25 °C: > 30.000 h

	» elegant downlight for recessed mounting with 68 mm ceiling 
opening as a replacement for conventional halogen down-
lights for various applications

	» two power levels offer flexibility in the choice of luminous 
flux

	» matt textured, powder coated surfaces

	» downlight can be swivelled through 30°

	» easy installation and quick connection to the included power 
supply (dimmable via phase on or phase off)

	» color temperatures: 2700 K and 4000 K;  
other light colors on request

	» beam angle: narrow or wide beam 

	» estimated lifetime L80 at Ta < 25 °C: > 30,000 h 

7,5 / 13 W
CETO

DOWNLIGHT
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CETO 7,5 / 13 W
FRONTDURCHMESSER | FRONT DIAMETER: Ø 78 mm 
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Artikel-Nr.
Item no.

Lichtfarbe
Light color

typ. Farbtemp.
typ. color temp.

typ. Leistung
typ. power

typ. Lichtstrom
typ. light output

Lumen/Watt typ. CRI Abstrahlwinkel
Beam angle

EEK
EEC

624415273 warmweiß 827 | warm white   2700 K 7,5 W 609 lm 81 lm/W > 80 15° A+

624415403 kaltweiß 840 | cool white   4000 K 7,5 W 706 lm 94 lm/W > 80 15° A+

624446273 warmweiß 827 | warm white   2700 K 7,5 W 576 lm 77 lm/W > 80 46° A+

624446403 kaltweiß 840 | cool white   4000 K 7,5 W 668 lm 90 lm/W > 80 46° A+

624715273 warmweiß 827 | warm white   2700 K 7,5 W 609 lm 81 lm/W > 80 15° A+

624715403 kaltweiß 840 | cool white   4000 K 7,5 W 706 lm 94 lm/W > 80 15° A+

624746273 warmweiß 827 | warm white   2700 K 7,5 W 576 lm 77 lm/W > 80 46° A+

624746403 kaltweiß 840 | cool white   4000 K 7,5 W 668 lm 90 lm/W > 80 46° A+

624521273 warmweiß 827 | warm white   2700 K 13 W 1.345 lm 104 lm/W > 80 21° A+

624521403 kaltweiß 840 | cool white   4000 K 13 W 1.531 lm 118 lm/W > 80 21° A+

624548273 warmweiß 827 | warm white   2700 K 13 W 1.265 lm 98 lm/W > 80 48° A+

624548403 kaltweiß 840 | cool white   4000 K 13 W 1.440 lm 111 lm/W > 80 48° A+

624821273 warmweiß 827 | warm white   2700 K 13 W 1.345 lm 104 lm/W > 80 21° A+

624821403 kaltweiß 840 | cool white   4000 K 13 W 1.531 lm 118 lm/W > 80 21° A+

624848273 warmweiß 827 | warm white   2700 K 13 W 1.265 lm 98 lm/W > 80 48° A+

624848403 kaltweiß 840 | cool white   4000 K 13 W 1.440 lm 111 lm/W > 80 48° A+
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Artikel-Nr.
Item no.

Beschreibung
Description

62440001 Honeycomb-Mesh zur Entblendung | 
honeycomb mesh for glare reduction   

62440004 opalweiße Abdeckung | 
opal white diffuser  

PASSENDES ZUBEHÖR | SUITABLE ACCESSORIES

TECHNISCHE ZEICHNUNG | TECHNICAL DRAWING
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